Notes:

1. LVDS harness length shall be limited to 10 meters (~32 feet), unless skew budget dictates shorter length

2. LVDS harness shall utilize twisted shielded pair; # TBD AWG
3. Ground and/or terminate unused conductors
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REVISIONS

ZONE REV DESCRIPTION DATE APPROVED
CAL /‘
Module
TEM
PSA
Ll ITEM QTY. PART NO. DESCRIPTION

1 1 SU1000RT2U Tripp-Lite UPS 1000VA, 6 outlets, rackmount

2 1 BK1743A-ND DC Power Supply; 0-35VDC, 0-6A Output

3 1 TBD CPU & Monitor with ethernet card

4 1 TBD CAT-5 Ethernet Cable

5 1 TBD Power Supply to VME +28VDC Harness

6 1 TBD Command Cable Harness

7 1 TBD Event Cable Harness

8 1 TBD VME Crate

9 1 LAT-DS-01941 GASU-TEM |Interface Cable Assembly, Long

10 1 LAT-DS-01942 PDU-TEM Interface Cable Assembly

11 4 TBD 120VAC Power Extension Cables

12 1 TBD Power Supply Assembly (PSA)

13 1 TBD Tower Electronics Module (TEM)
14 of18 TBD Calorimeter Module (CAL)
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